
ANT24-0501C1

FEATURES

5dBi Omni-Directional Antenna

           501C 5dBi indoor omni-directional antenna can increase the effective wirelessThe ANT24-0
operation range of 802.11b and 802.11g wireless devices. Providing 5dBi peak Gain, it can be 

connected to a wireless access point or router to improve signal transmission and reception in 

the omni 360 degrees direction and provide point to multi-point wireless signal coverage. 

Wireless devices with lower Gain detachable antennas can use this antenna to get signal 

transmission/reception. The ANT24-0501C antenna is equipped with an RP-SMA plug and 

can be attached to a wireless device equipped with an RP SMA receptacle. To attach the 

ANT24-0501C antenna, remove the default detachable antenna from the wireless access 

point or router, and connect the ANT24-0501C antenna to the RP-SMA receptacle of the 

wireless device. For wireless devices equipped with RP TNC receptacles, an RP-SMA to RP-

TNC adapter is provided to facilitate connection.

2.4GHz Wireless Antenna
For 802.11b/g Wireless LAN

RP-SMA Plug Connector

RP-SMA to RP-TNC Adapter Provided

For Indoor Use

Complies to IEEE 802.11b/g 

2.4GHz Standard

5dBi Peak Gain

Expands Wireless Operation 

Range to 360 Degrees 

Coverage

Antenna Angle Can Be 

Adjusted for Best Signal 

Transmission/ Reception

RP-SMA Plug Connector

RP-SMA to RP-TNC Adapter 

Provided

Easy Installation

Stylish Design



Physical & Environmental

Antenna Amplitude

Technical  Specifications

2 ANT24-0501C

TEL: 41-(0)-1-832-11-00

TEL: 30-210-9914 512

TEL: 32-(0)2-517-7111

TEL: 48-(0)-22-583-92-75

TEL: 36-(0)-1-461-30-00

TEL: 65-6774-6233

TEL: 61-2-8899-1800

TEL: 91-022-26526696

TEL: 971-4-3916480

TEL: 90-212-289-56-59 

TEL: 202-414-4295

TEL: 972-9-9715700

TEL: 56-2-232-3185

TEL: 55-11-218-59300

TEL: 27-12-665-2165

TEL: 7-095-744-0099

TEL: 86-10-58635800

TEL: 886-2-6600-0123

TEL: 886-2-2916-1600

FAX: 41(0)-1-832-11-01

FAX: 30-210-9916902

FAX: 32-(0)2-517-6500

FAX: 48-(0)-22-583-92-76

FAX: 36-(0)-1-461-30-09 

FAX: 65-6774-6322

FAX: 61-2-8899-1868

FAX: 91-022-26528914

FAX: 971-4-3908881

FAX: 90-212-289-76-06

FAX: 202-415-6704

FAX: 972-9-9715601

FAX: 56-2-232-0923

FAX: 55-11-218-59322

FAX: 27-12-665-2186

FAX: 7-095-744-0099 #350

FAX: 86-10-58635799

FAX: 886-2-6600-1188

FAX: 886-2-2914-6299

TEL: 1-800-326-1688

TEL: 1-905-8295033

TEL: 44-20-8731-5555

TEL: 49-6196-77990

TEL: 33-1-30238688

TEL: 31-10-282-1445

TEL: 32(0)2-517-7111

TEL: 39-02-2900-0676

TEL: 46-(0)8564-61900

TEL: 45-43-969040

TEL: 47-99-300-100

TEL: 358-9-2707 5080

TEL: 34-93-4090770

TEL: 351-21-8688493

TEL: 420-(603)-276-589

FAX: 1-866-743-4905

FAX: 1-905-8295223

FAX: 44-20-8731-5511

FAX: 49-6196-7799300

FAX: 33-1-30238689

FAX: 31-10-282-1331

FAX: 32(0)2-517-6500

FAX: 39-02-2900-1723

FAX: 46-(0)8564-61901

FAX: 45-43-424347

FAX: 47-22-309580

FAX: 358-9-2707-5081

FAX: 34-93-4910795
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Peak Gain H-Plane
oFrequency Range 5dBi 360 

2.4GHz to 2.5GHz
Admitted Power

Impedance 1 watt
50 ohm (normal)

E-Plane
oVSWR 36 

1.92 (max.)

Color Operating Temperature
o oMetallic gray and silver -20  to 65 C

Connector Storage Temperature
o oReverse SMA plug (built into antenna) -30 to 75 C

RP-SMA to RP-TNC adapter (externally provided)

Antenna Material
ABS, ABS+PC
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Electrical Properties
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