










Technical Specifications DFL-260E DFL-860E DFL-1660 DFL-2560(G)

Content
Filtering

HTTP Type URL Blacklist/Whitelist

Script Type Java, Cookie, ActiveX, VB

E-mail Type E-mail Blacklist/Whitelist

External Database 
Content Filtering √ √ √ √

Antivirus Real Time AV  
Scanning √ √ √ √

Unlimited File Size √ √ √ √

Scans VPN Tunnels √ √ √ √

Supports  
Compressed Files √ √ √ √

Signature Licensor Kaspersky

Automatic Pattern 
Update √ √ √ √

Physical &
Environmental

Power Supply Internal Power Supply 80 PLUS Internal Power Supply

Dimensions 280 x 180 x 44 mm
11” Rack-Mount

330 x 180 x 44 mm
13” Rack-Mount

440 x 400 x 44 mm
19” Standard Rack-Mount

Operating  
Temperature 0° to 40° C

Storage Temperature -20° to 70° C

Operating Humidity 5% to 95% non-condensing

EMI

FCC Class A
CE Class A

C-Tick
VCCI

Safety UL LVD (EN60950-1) LVD (EN60950-1) cUL, CB

MTBF 186,614 Hours 140,532 Hours 400,000 Hours 310,000 Hours

1	 Actual performance may vary depending on network conditions and activated services.
2	 The maximum firewall plaintext throughput is based on RFC2544 testing methodologies.
3	 VPN throughput is measured using UDP traffic at 1420 byte packet size adhering to RFC 2544.
4	 IPS and Anti-Virus performance test is based on HTTP protocol with a 1Mb file attachment run on the IXIA IxLoad.  
	 Testing is done with multiple flows through multiple port pairs.
5	 Performance based on firmware 2.27.00 and above.
6	 Available when DMZ port is configured as WAN port.
7	 Compatible with D-Link SFP module transceivers: DEM-310GT, DEM-311GT, DEM-312GT2, DEM-314GT, DEM-315GT, DEM-330T, DEM-330R,  
	 DEM-331T, DEM-331R.
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D-Link European HQ
www.dlink.eu

Albania
www.dlink.eu

Adria
www.dlink.eu

Austria
www.dlink.at

Belgium
www.dlink.be

Bosnia & Herzegovina
www.dlink.eu

Bulgaria
www.dlink.eu

Croatia
www.dlink.eu

Czech Republic
www.dlink.cz

Denmark
www.dlink.dk

Finland

France
www.dlink.fr

Germany
www.dlink.de

Greece
www.dlink.gr

Hungary
www.dlink.hu

Italy
www.dlink.it

Kosovo
www.dlink.eu

Luxembourg
www.dlink.lu

Montenegro
www.dlink.eu

Netherlands
www.dlink.nl

Norway
www.dlink.no

Poland
www.dlink.pl

Portugal
www.dlink.pt

Romania
www.dlink.ro

Serbia 
www.dlink.eu

Slovenia
www.dlink.eu

Spain
www.dlink.es

Sweden
www.dlink.se

Switzerland
www.dlink.ch

UK & Ireland
www.dlink.co.uk

www.dlink.fr.it

D-Link Europe


