The DAP-1620 AC1300 Wi-Fi Range Extender is a portable plug-in repeater that lets you extend an existing wireless network. You can place it anywhere in your home to increase the range of your wireless network. Tiny yet powerful, it supports Wireless AC speeds of up to 1300 Mbps, yet fits in the palm of your hand.

### Easy to Set Up

Use the D-Link Wi-Fi mobile app on your phone or push the WPS button to install the device in minutes without needing a PC.

### Compact, Convenient Design

The DAP-1620 is a compact device that is ideal for use at home or a small office, as it does not take up much space and is ready to use by simply plugging it in. The bright Signal Indicator LED makes finding a suitable location a cinch. Its diminutive wall-plug design easily saves you the hassle of dealing with a power cord. Its sleek, unobtrusive appearance blends easily into the decor of your home or office.
Technical Specifications

General

| Device Interfaces | • 802.11ac/n/g/b/a Wireless LAN  
|                   | • 10/100/1000 Gigabit Ethernet Port  
|                   | • Reset Button  
|                   | • WPS Button  
| LEDs             | • Status/WPS  
|                  | • 3 Segment Wi-Fi Signal Strength Indicator  
| Standards        | • IEEE 802.11ac  
|                  | • IEEE 802.11n  
|                  | • IEEE 802.11g  
| Antennas         | • Two external antennas  
| Data Signal Rate | • 2.4 GHz  
|                  | • Up to 400 Mbps¹  
| Plug Type        | • Region dependent  

Functionality

| Wireless Security | • Wi-Fi Protected Access (WPA/WPA2)  
|                  | • WPS (PBC)  
| Advanced Features | • Compatible with D-Link Wi-Fi Mesh routers  
| Device Management | • Supports D-Link Wi-Fi mobile app for compatible iOS and Android mobile devices  
|                  | • Web UI  
|                  | • Firmware Over the Air update (FOTA)  

Physical

| Dimensions       | • 105.0 x 63.5 x 50.0 mm (4.13 x 2.50 x 1.97 in)  
| Weight           | • 165 grams (5.8 oz)  

¹ Peak theoretical data rates.
### DAP-1620 AC1300 Wi-Fi Range Extender

**Power**

- Input: 110 to 240 V AC, 50/60 Hz

**Temperature**

- Operating: 0 to 40 °C (32 to 104 °F)
- Storage: -20 to 65 °C (-4 to 149 °F)

**Humidity**

- Operating: 10% to 90% non-condensing
- Storage: 5% to 95% non-condensing

**Certifications**

- FCC
- IC
- CE
- CB
- NCC
- UL
- BSMI

### Order Information

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>DAP-1620</td>
<td>AC1300 Wi-Fi Range Extender</td>
</tr>
</tbody>
</table>

---

Specifications are subject to change without notice. D-Link is a registered trademark of D-Link Corporation and its overseas subsidiaries. All other trademarks belong to their respective owners.

©2018 D-Link Corporation. All rights reserved. E&OE.

Updated 2018/11/26